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1. Safety Precautions and Warnings

2. Description

2.1 Specifications

2.2 Package Included

3. Connection and Settings

3.1 Location of the Data Link Connector(DLC)

3.2 Connection

3.3 Settings

4. Diagnose

4.1 OBDII/EOBD Diagnostics

4.2 DTC Lookup

4.3 Review Data

4.4 Print Data

5. VW/AUDI/SEAT/SKODA Diagnose

5.1 Common control Unit

5.2 All Control Unit

5.3 System Scan

5.4 Gateway Scan

5.5 Special function

6. Tool Information

7. Update Mode

7.1 This function allows you to update the tool software.

7.2 To update your tool, you need the following items.

8.Service Procedures 
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2. Description

句：Green light indicates no fault code 

®: Yellow light indicates pending fault code 

®: Red light indicates permanent fault code 

@: ESC Exit the current program or return to the previous menu 

@: ENTER Confirms a selection(or action) from a menu list. 

®: UP Move cursor up selection. 

CT): DOWN Move cursor down selection. 

@: DB-15 CONNECTOR To connect the tool to the vehicle's DLC(Data Link 

Connector) via the diagnostic cable. 

®: LCD Indicates test results. 

2.1 Specifications 

1) Display: Backlit 128 x 64 pixel display with contrast adjustment

2) Operating Temperature: -10 to S0
°

C (14 to 122
°

F) 

3) Storage Temperature: -20 to 70
°

C (-4 to 158
°

F) 

4) External Power: 8.0 to 18.0V Power provided via vehicle battery

5) Dimensions:

Length 

127mm(S') 

6) NW: 0.23kg(0.50 lb),

Width Height 

78mm(3') 21mm(0.8') 

GW: 0.34kg(0.74 lb) 
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